4" HOSE CONNECTION W/ STORZ FITTING—/[HL\
(AS REQ'D BY FIRE DEPT) :
REFER TO CHART

CHECK VALVE—\ |~—6" (TYP)
18" MIN- z 7 7 AN

PIV 1 18" MAX
CONNECTION PRE—ASSEMBLED, DOH STATE 18" MIN
AS REQUIRED —— APPROVED DOUBLE CHECK —I MEGA LUG MID SPAN

BY FIRE DETECTOR VALVE ASSEMBLY RESTRAINT AND THRUST
MARSHAL FLxFL TEE BLOCK AND VAULT SEAL

I _ I SEE COE STD DTL WA-111
( FLOWTI .l- H (%(TYP)

< RSCO TR N

ALL v/ : ; LADDER ouT | P FLANGED
PENETRATIONS AS_REQUIRED COUPLING
SHALL BE CORE FOR EASY | ADAPTER
DRILLED ACCESS

7/ 7/ 7 7/ 7 7/ 7 7/
//M,ﬂ//,//,//,//,//,(//,//,

L SENSUS SR2 W/TRPL REMOTE READ \-LANE INTERNATIONAL POLYPROPYLENE
THE TRPL SHALL BE INSTALLED ON  LADDER WITH PULL UP HANDRAIL.
HATCH CLOSE TO HINGE CONTRACTOR TO INSTALL PER

MANUFACTURER RECOMMENDATIONS AND

DOUBLE LEAF LID (MODEL—L.W. COORDINATE LOCATION WITH ENGINEER.
HATCH) OPENING TO BE LOCATED
WITHIN 18" OF INSIDE VAULT WALL
FOR EASIER LADDER ACCESS . NO HIGHER
THAN 5" TO

NOTES: EXTERIOR PLAN VIEW CENTER OF
#2 SHUT

ACCESSES BY L.W. HATCH: TYPE "D” (HD—10 PEDESTRIAN LOAD; H—30 4 OFF VALVE

TRAFFIC LOAD) WITH SIDE OUTLET GUTTER DRAIN. :

DCDA MUST BE TESTED BY A CERTIFIED BACKFLOW ASSEMBLY TESTER.

ALL TEST COCKS MUST BE PROVIDED WITH PCV PLUGS.

A CITY APPROVED VALVE IS REQUIRED BETWEEN THE SUPPLY MAIN AND THE

VAULT.

SEE COE STD DTLS WA—183 AND WA—184 FOR DCDA LOCATION AND

CONNECTION REQUIREMENTS.

ASSEMBLY MUST BE TESTED AFTER INSTALLATION AND YEARLY THEREAFTER

BY A WASHINGTON STATE CERTIFIED DCDA ASSEMBLY TESTER. REPORT MUST

BE SENT TO THE CITY OF EDMONDS WATER DIVISION.

SEE COE STD DTL WA—142B FOR PROFILE VEIW.

VAULT SIZES

FROM THE FLOOR
APPROXIMATE EQUIPMENT MINIMUM INSIDE VAULT DIMENSIONS - T T
METER SIZE DIMENSIONS (EXCLUDES SIAMESE CONNECTION) ca e N \'\
AND TYPE SRR L& e L
LENGTH WIDTH HEIGHT

—
—

4" x 3/4"| 2’ 10'-0 5-0 6-6 SENSUS SR2 WITH ECR/WP REMOTE
" » . . READ THE ECR/WP SHALL BE
6" x 3/4 - - - 11'-0 6'-6 INSTALLED ON AN OUTSIDE WALL
. - p— — FOR EASY METER READING
8" x 3/47| 4'- - - 12'-0 6'—6

INDOOR
10" x 17 - 14'-6" 6’-6" VERTICAL INSTALLATION
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